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Application

is suited for operation within the head-end, at transmitter side or within the field

enables network operators to monitor DVB-H and DVB-T broadcasts area wide in real-time at 24/7
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SAM -MT 400 is the most comprehensive SNMP based monitoring probe for DVB-T and DVB-H.

It continuously monitors hundreds of parameters on all technical layers in real-time at 24/7.

It monitors up to 8 multiplexes simultaneously within a 1 rack unit device.

SAM-MT 400

�ƒcontinuously real-time monitoring on all technical layers at 24/7

�ƒSupport of SNMPv2

�ƒRF, ASI or IP input, also mixed

�ƒmonitoring of up to 8 multiplexes simultaneously

�ƒuse on-site directly at the transmitter via ASI or RF interface

�ƒuse off-site in the field via RF de-modulator

�ƒuse flexible via IP input

�ƒcomfortable configuration via RDP (Remote Desktop) and/or SNMP

�ƒautomatic TS snapshot on error trigger for later detailed analysis

�ƒbandwidth monitoring per IP service, Program or PID
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�ƒlogging all events as plain text for an easy post-processing

�ƒreal-time SNMP traps if any configured threshold gets exceeded

�ƒcomprehensive configuration of all monitoring parameters

�ƒ1 rack unit device


